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CHARACTERISTICS:

In Břeclav 12.09.2024

The performance of the product above identified are in conformity with the declared performance in the table. 

This declaration of performance is issued under the sole responsibility of the manufacturer. 

Ing. Radoslava Kostková

Quality manager

Material: filled polypropylene

The inlet grille: galvanized steel, stainless steel

Dimensions: L = 1 000 / 500 mm, b = 100 mm

Strength, deformation - permanent deformation C250 EN 1433:2002/A1:2005

Durability Compliant EN 1433:2002/A1:2005

Water tightness Compliant EN 1433:2002/A1:2005

Strength, strain - maximum load C250 EN 1433:2002/A1:2005

Type M

Declaration according to the 

harmonized standard: EN 1433:2002/A1:2005

Notified body: ---
System of assessment and 

verification of constancy of 

performance of the construction: 3

Documents of the tests to assess 

compliance:

Property assessment protocol No. 1020 – CPR - 030052252, dated 21 

October 2015, TZUS Branch 0300 – Plzeň, Zahradní 15, 326 00 Plzeň

Essential characteristics      Performance Harmonised technical specification

Intended use:

For drainage gutters located in the area of the drainage strips of the ground 

road at the curb, non-traveled hard shoulders and the like.

Producer:

Alcadrain, s. r. o., Komunardů 1626/35, Holešovice, 170 00 Praha 7, 

IČO: 25655809

Authorised representative: is not assigned

Unique identification code of the 

product-type:

Slotted drainage channels + inspection holes - type M

AVZ101-R121, AVZ101-R122, AVZ101-R123, AVZ101-R124, AVZ101-

R321, AVZ101-R322, AVZ101-R323, AVZ101-R324, AVZ101R-R121R, 

AVZ101R-R122R, AVZ101R-R123R, AVZ101R-R124R, AVZ101R-R321R, 

AVZ101R-R322R, AVZ101R-R323R, AVZ101R-R324R, AVZ101S-R121R,  

AVZ101S-R122R, AVZ101S-R123R,  AVZ101S-R124R, AVZ101S-R321R,  

AVZ101S-R322R, AVZ101S-R323R,  AVZ101S-R324R

DECLARATION OF PERFORMANCE

nr.  04/2015

Alcadrain s.r.o.

Komunardů 1626/35

Holešovice, 170 00 Praha 7

 T: +420 519 821 011 
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Producer:

 04/2015

Performance

Type M

Compliant

C250

C250

Compliant

For drainage gutters located in the area of the drainage strips of the ground 

road at the curb, non-traveled hard shoulders and the like.

Strength, strain - maximum 

load
EN 1433:2002/A1:2005

Strength, deformation - 

permanent deformation
EN 1433:2002/A1:2005

Durability EN 1433:2002/A1:2005

Water tightness EN 1433:2002/A1:2005

Alcadrain, s. r. o., Komunardů 1626/35, 

Holešovice, 170 00 Praha 7, IČO: 25655809

Declaration of performance Nr.

Slotted drainage channels + inspection holes - type M

AVZ101-R121, AVZ101-R122, AVZ101-R123, AVZ101-R124, 

AVZ101-R321, AVZ101-R322, AVZ101-R323, AVZ101-R324, 

AVZ101R-R121R, AVZ101R-R122R, AVZ101R-R123R, AVZ101R-

R124R, AVZ101R-R321R, AVZ101R-R322R, AVZ101R-R323R, 

AVZ101R-R324R, AVZ101S-R121R,  AVZ101S-R122R, AVZ101S-

R123R,  AVZ101S-R124R, AVZ101S-R321R,  AVZ101S-R322R, 

AVZ101S-R323R,  AVZ101S-R324R

Essential characteristics      
Harmonised technical 

specification

Alcadrain s.r.o.

Komunardů 1626/35

Holešovice, 170 00 Praha 7

 T: +420 519 821 011 

alcadrain@alcadrain.cz

www.alcadrain.cz


